
















































































 
 

GUARDRAIL MAINTENANCE 
 
Two (2) year contract for guardrail maintenance (removal, installation and repair) for the 
Jefferson Parish Department of Public Works – Streets and all Jefferson Parish agencies 
and municipalities, (Grand Isle addressed with specific items). 
 
PRE-BID CONFERENCE:   
 
All prospective bidders are invited to attend this non-mandatory pre-bid conference, which 
will be held at Purchasing Department 200 Derbigny St. Suite 4400, Gretna, La. 70053 
on 12/14/2023 at 10:00 A.M..  However, failure to attend the pre-bid conference shall not 
relieve the bidder of responsibility for information discussed at the 
conference.  Furthermore, failure to attend the pre-bid conference and inspection does 
not relieve the successful bidder from the necessity of furnishing materials or performing 
any work that may be required to complete the work in accordance with the specification 
with no additional cost to the owner. 
 
LOUISIANA STATE CONTRACTOR’S LICENSE:   
 
Highway, Street and Bridge Construction: 
Subclass: Permanent or paved highways and streets (asphalt surface treatment)     
 
 
NOTE – Submitting the bid electronically, the license number must be entered in the 
appropriate field in the Electronic Procurement System. Failure to comply will cause the 
bid to be rejected.                                                                           
 
SURETY BID BOND:        
 
BID BOND: 
 
A bid bond in the amount of five (5%) of the bid is due with the bid submission. Vendor 
must submit an electronic bid bond through the respective online clearinghouse bond 
management system as indicated in the electronic bid solicitation on Central Auction 
House. No scanned paper copies of any bid bond will be accepted as part of the 
electronic bid submission. 

. 
 
PERFORMANCE BOND:     
 
A performance bond in the amount of 50% of the contract total is required at the signing 
of the formal Contract. 
 
PAYMENT BOND:     
 
A payment bond in the amount of 50% of the contract total is required at the signing of 
the formal Contract. 



 
 

 
 
 
 
ATTACHMENTS TO BE INCLUDED WITH THIS BID: See pages 9 thru 12. 
  

A. QUADGUARD SYSTEM DRAWINGS, 2 PAGES (ITEMS 0640 & 0650, 0660-
0790 for repair items) 
 

B. YODOCK 2001M (WATER) FILLABLE BARICADE, 2 PAGES (ITEMS 0940 
& 0945) 

 
 
 
 
GENERAL SPECIFCATIONS: 
 

1.    All materials and methods of installation to comply with the Louisiana 
Department of Transportation and Development’s “Standard Specifications for 
Roads and Bridges” 2016 Edition and G.R. 200 Standard Plan for Guardrail. 

 
2.    Jefferson Parish to install object markers with posts at guardrail locations. 

 
3.    Jefferson Parish will notify contractor of delivery location for all salvaged 

guardrail materials.  If Jefferson Parish does not want salvaged materials, the 
contractor must dispose of same in proper fashion.  Delivery and/or disposal of 
salvaged materials is at no direct pay with the exception of concrete guardrail posts 
(see bid item). 

 
If required, a layout plan for each job shall be provided by this department. 
 
All layout and placement shall be the responsibility of the vendor. 
 
All of the work within the limits of each job shall be shown to the contractor by a 
representative of the Department of Public Works prior to commencing work.  Appropriate 
sketches and/or drawings may be furnished to the contractor with each work order.  Work 
site may be scattered for an individual work order; however, every effort will be made to 
consolidate the work to minimize scattered work sites.   
 
Each work order will be issued in letter form with appropriate drawings or other 
attachments as necessary and will designate a job number (WO#00-00000).  All 
correspondence, billing, etc., pertaining to the work should reference this job number 
designation, the contract estimate and WO numbers.  Payment will be made upon receipt 
of detailed and itemized invoices and verification by public works inspectors regarding 
quantity and quality of work performed.  Partial payments will be made only when 



 
 

completion is unduly delayed through no fault of the contractor, in which case requests 
for partial payment may be submitted monthly. 
 
For this proposal, the definition of “JOB” shall be the work described on any one issued 
work order.  
 
The contractor will be required during the term of this contract to respond to verbal 
notification, that a guardrail location has been damaged and services are required.  Within 
one (1) week of notification the contractor shall file a damage report listing the items 
proposed for replacement or repair at the site with the project engineer.  The project 
engineer will review the specific items of work and issue a written work order stating the 
specific location or locations and authorizing the contractor to begin work.  The work order 
will also specify replacement of damaged parts or furnish and replace damaged parts.  
The contractor shall begin the work within ten (10) days after the issuance of a work order.  
The contractor will complete all work at a site within five (5) working days from the time 
he shows up on site.  Failure to begin or complete the work within the time specified will 
result in the assessment of stipulated damages ($250.00/day). 
 
If any liens are filed during execution of this contract, the parish shall withhold the next 
accruing payment and shall have the authority to satisfy the claim and deduct the amount 
from payments due. 
 
If any liens arising out of this contract should be discovered to exist after all payments are 
made, the contractor shall refund the parish all monies that the latter maybe compelled 
to pay in discharging such liens, including litigation costs and attorney’s fees. 
 
Adequate safety precaution will be taken for all work performed under this contract.  
Necessary barricades, signs, lights and warning devices will be installed and maintained 
by the contractor.  The contractor shall be responsible for providing safe and expeditious 
movement of traffic through construction zones, i.e., the immediate area of actual 
construction and all abutting areas which are used by the contractor and which interfere 
with the driving and walking public.  The responsibility includes, but is not limited to such 
items as proper construction warning signing, signals, lighting devices, markings, 
barricades, channelization and hand signaling devices (flagging operations).  The 
principal and prescribed standards are set forth in Part VI of the Manual on Uniform Traffic 
Control Devices.  Part VI should be strictly followed. 
 
All of the signing and traffic control devices shall be approved by the Office of Traffic 
Engineering, Jefferson Parish Department of Public Works prior to starting of the job.  All 
expenses related to maintain traffic is incidental to the job.  There is no added or additional 
payment.   
 
During the performance of all work as outlined in these specifications, the contractor will 
exercise due caution regarding underground utilities, storm water drainage pipe and will 
cooperate with representatives of the respective utility companies and/or parish 
departments to avoid damage to their installations.  The contractor will be required to 



 
 

restore at his own expense or reimburse the parish for the cost to repair any parish 
infrastructure that he damages. 
 
The contractor must protect, support and maintain all subsurface, surface and aerial 
utilities.  In the event of any damage to the existing utilities, contractor shall restore 
service, as soon as possible at his own expense.  The contractor shall have the sole 
responsibility of resolving any lawsuits and liabilities arising from defective workmanship 
and/or improper maintenance of utilities. 
 
It is understood by the undersigned that the quantities given in the schedule of bid prices 
are a fair approximation of the amount of work to be done and that the sum of the products 
of the approximate quantities multiplied by the unit price bid constitute the base bid price, 
which sum shall be used in the comparison of bids and the awarding of the respective 
contracts. 
 
The quantities given in the proposal form are approximate for the comparison of bids only.  
The parish reserves the right to purchase only such items and in such quantities as 
needed for initial period of two (2) years after acceptance of the lowest responsible bid 
by the parish governing authority.   
 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEM 0010 thru 0630: 
 
All guardrail materials including but not limited to metal rail elements, metal & timber 
posts, block-outs, end treatments, anchor sections, attenuators, and all associated 
hardware (wire rope and fittings included) shall conform to the 2016 Edition of the 
Louisiana Standard Specifications for Roads and Bridges under “GUARDRAIL” (Section 
704, and associated subsections).  In addition, all materials used shall be listed within the 
Louisiana Department of Transportation and Development “Approved Materials List” for 
Highway Guardrail. 
 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEM 0640 and 0650: 
 
Quadguard M10 MASH Crash cushion for 13 ft (TL-2) & 22 ft (TL-3)  
 
The QuadGuard M10 is a redirective, non-gating crash cushion that consists of an 
engineered steel nose and crushable, energy absorbing cartridges surrounded by a 
framework of steel Quad-Beam panels. The system is tested to the Manual for Assessing 
Safety Hardware (MASH) Test Level 3 and Test Level 2.  
 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEM 0880: 
 
This item is to be used only when removal of existing guardrail is required without any 
replacement of guardrail.  Contractor will not be paid under this item when removal and 



 
 

replacement takes place under normal repairs to damaged guardrails.  [12.5 feet sections 
of guardrail equals one unit (each)]. 
 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEM 0930: 
 
Davidson traffic control high density polyethylene plastic 8 feet Type III barricade (Model 
T3B or approved equal) to include: 
 

A. Three (each ) 8 feet polycomb panels 
B. Type 9 prismatic hi (VIP DG) orange and white sheeting applied diagonally across 

the panels at 45-degree angles (left or right) 
C. Two (each) X-tube 1.75 inches square plastic 5 feet uprights 
D. Two (each) 2 inches 14 gallons PSST barricade feet with 6 inches welded upright 
E. Twelve (each) bolts and nylock nuts (for panel attachment) 
F. Two (each) quick-release pins (for barricade feet) 

 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEM 0940 and 0945: 
 
Yodock Model 2001M plastic portable barrier or approved equal.  The barriers shall have 
the following dimensions: 
 

A. Height:  32 inches 
B. Base Width:  18 inches 
C. Functional Length:  72 inches 
D. The barrier shall be constructed of Low Density Polyethylene (LDPE)  . 
E. Standard colors shall be orange and opaque ivory. 
F. Each barrier shall weigh approximately 75 pounds empty and up to 

approximately 750 pounds when filled with water. 
G. Barriers shall have the ability to be interlocked when installed. 

 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEMS 0900 thru 0942: 
 
Items 0900 thru 0942 are for emergency use only. 
 
These items are not for the everyday traffic control usage that the contractor must use to 
do his work.  This is for prolonged, unforeseen, emergency circumstances that may 
require lane closures for prolonged periods of time. 
 
The amount of each item and layout of each item will be as directed by Jefferson Parish 
Traffic Engineering or the Department of Streets. 
 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEMS 0945 and 0947: 



 
 

 
This item will be used if the parish wished to purchase said items. 
 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEMS 0950 THRU 0960: 
 
Remove and dispose of existing pavement (asphalt/concrete/ etc.) for the thickness as 
shown. Curbing removed (if applicable) with the pavement will be at no additional cost. 
Should the parish desire, the contractor will deliver the materials at the disposal site 
designated by the parish at no added cost, provided that the disposal (dumping) site is 
within a 21-mile radius of the work site and may involve crossing the Mississippi River. 
Additionally, should the parish desire, the contractor will load broken pavement onto 
parish trucks at the work site at no added cost, provided that the parish trucks are 
present at the work site for loading as the pavement is being removed and do not 
unduly delay the contractor’s work. 
 
Care must be exercised so that jointing materials and devices adjacent to the pavement 
to be removed shall not be damaged. Any pavement damaged by the contractor as a 
result of negligence, either willful or accidental, will be replaced at the contractor’s 
expense. 
 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEMS 0970 THRU 0980: 
 
4000 PSI – 72 Hours – High early strength with superplasticizer and other additives, if 
applicable. 
 
This item covers the furnishing of all materials and installation of PCC pavements for 
thickness as shown.  Concrete shall be Class A, 4000 PSI 72 hours high early strength. 
The mix shall conform to Louisiana Department of Transportation and Development 
Standard Specifications for Roads and Bridges, Latest Edition. 
 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEMS 0990 THRU 1000: 
 
Excavation will be paid by cubic yard truck measure loaded at the job sites or by 
computing theoretical volume at the approval of the parish representative.  Should the 
parish desire, the contractor will dump excavated materials at a disposal site designated 
by the parish at no added cost, provided that the disposal (dumping) site is within a 21-
mile radius of the work site and may involve crossing the Mississippi River.  Additionally, 
should the parish desire, the contractor will load excavated material onto parish trucks at 
the work site at no added cost provided that the parish trucks are present at the work site 
at the time of excavation and do not unduly delay the contractor’s work.  However, 
ultimate responsibility for disposal of all the excavated material rests with the contractor.   
 



 
 

The contractor will exercise due caution regarding underground utilities during excavation 
operations and will notify and coordinate with representatives of utility companies and 
parish departments to avoid damage to their installations.  However, contractor is 
ultimately responsible for all damages caused by his actions.   
 
No trucks with greater load capacity than 18 cubic yards shall be allowed on residential 
streets for excavation, concrete/asphalt removal or fill material delivery without 
authorization from the engineer.  Should the contractor fail to meet this condition, all 
damage resulting will be repaired at the contractor’s expense.   
 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEM 1030: 
 
Specifications shall be in accordance with Louisiana Standard Specifications for Roads 
and Bridges (Latest Edition) under “STONE”.  In addition, material shall be calcitic or 
dolomitic with calcium carbonate not less than 85 percent and the silica content 
(impurities) not to exceed 5 percent. Limestone used on asphalt pavement shoulders shall 
be comparable to Mexican limestone in color and gradation. 
 
Shoulder Aggregate 
 
This material shall conform to the following gradation: 
 
Limestone 
 
U.S. Sieve  Percent Passing 
1.5 inches  100 
0.75 inches  50-100 
No. 4   35-65 
No. 40   10-32 
No. 200  3-15 
 
Aggregate shall conform to LADOTD Standard Specifications for Roads and Bridges, 
Subsection 1003.01, Latest Edition. 
 
The fraction of stone passing the No. 40 sieve shall be non-plastic. 
 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEM 1040: 
 
Asphaltic Pavements 
 
The bituminous hot mix asphalt Type III shall conform to the latest ASTM and AASHTO 
specifications and all workmanship, equipment and materials shall be in accordance with 
the LADOTD, Office of Highways, Louisiana Standard Specifications for Roads and 



 
 

Bridges, (2000 edition) and applicable sections. All polymer (binding and wearing) shall 
obtain marshal stability of 1800 lbs. minimum.                    
                                          
The accepted quantities of asphaltic concrete will be paid for at the contract unit price per 
ton (2,000 pound).  The estimated quantities shown in the proposal are for Type III mix 
found in Louisiana Standard Specifications for Roads and Bridges, 2000 edition and 
applicable sections.   No other type of mix will be allowed without prior approval of the 
engineer (owner).  Haul and/or loading tickets will be issued for each truck load of asphalt 
delivered by vendor's trucks and placed on the job.  Tack coat or prime coat required will 
not be measured for separate payment, but will be considered incidental to the asphaltic 
concrete pay item. 
 
 
THE FOLLOWING SPECIFICATIONS WILL APPLY TO ITEM 1050 THRU 1060: 
 
This item pertains to the movement of all personnel, equipment, and supplies to a 
designated project site and the handling of bonds, insurance, permits and all other 
preconstruction paperwork in general preparation of work on a particular project.  
 
Payment for this item shall be per each project issue.  However, if any subsequent work 
orders are issued within a 1.5 mile radius prior to the initial work order commencing, then 
no additional mobilization charge will paid on the subsequent work orders for that area.  
In this case, the bid item of the 3 mobilization items with the highest unit cost will be used.  
(All other items used will be paid per associated line items.)   
 
The anticipated costs for all bonds, insurance, permits, delivery charges, freight, fuel and 
any other preconstruction expenses necessary to adequately carry out said work shall be 
included in this cost per each project.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

 
 
 
 

 



 
 

 
 
 



 
 

 
 



 
 

 
 
 


